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Re-defining the standards in leak test

| ~ Multiple Air Leak Tester
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Sophisticated and Diverse Features reduce the Lead time and the Cost

ZEIbO—- VRS

Controlling Multiple Pneumatic
Circuit Units
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@®Up to 8 units can be connected in
series.

®Reduces the facility cost.

@ The compact pneumatic circuit units
require small space.
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Simple Wiring
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@ Simple wiring reduces the labor hours
for machine-building.

@ The dedicated cables enable the
simple connection between the
pneumatic circuit units.

@ /0 units can be installed on the
control board the machine.
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Japanese/Engllsh Language Switching
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Products that have multiple cavities like engines or multiple pieces have
to be tested at one time because of high productivity
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Pneumatic
Circuit Unit
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AC100~240V
Power :

100 to 240 VAC
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The dedicated cables
{Up to 8 units are connectabls)
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Controller
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170 units
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Machine
Example
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The Substantial Quality Control Features yet Simple to Use
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Selective Measurement display
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1-station view
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The Measurement display shows such items as
compensation value, test pressures and others as well
as the leak value.

The display is selectable among four types.

1-station view and 2-station view display the measured
data in numbers and graphs.

You can view the test situation of muitiple stations in
4-station and 8-station views.
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4-station view
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8-station view
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Substantial Help mode
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The contents of the Help mode are absolutely helpful.
The Error list shows the probable causes and the

/ remedial actions for all the errors.
When the machine has some problems, you can
instantly check the status of the input and the output
signals on the /O monitor screen.
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Quality Control Features

B

BAT—YaVORET—4%1,000E% 5> I7x7RLET .
HAET—FEa O TZva CF A—RICHEREFLE i
FTOT VIV TT—IBREITOICEETEFT, g \ T

’5‘1’&?&
Up to 1,000 data per station can be graphed in the Ageta trend graph

Quality Control (QC) mode.
The measured data can be analyzed using a computer
reading the data stored in a CF card.
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Data list table



